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AMENDMENTS TO THE CLAIMS

These claims replace all prior versions, and listings, of claims in the application:

1. (currently amended) A system for managing a communication network composed of

a plurality ofsubnetworks, comprising:

a plurality of element managers provided one for each of the plural subnetworks,

at least one subnetwork ofthe plurality of the subnetworks having a different technology than

other subnetworks of the plurality ofsubnetworks; and

a network manager accommodating said plural element managers for

concentrated management thereof; wherein

each of said plural element managers having a collection and notification section

for collecting QoS (Quality of Service) capability management information on the corresponding

element manager and notifying said network manager ofthe collected QoS capability

management information;

said network manager having

a management section including a function object group which performs a control

ofQoS policy provisioning over the communication network and an information object group

which manages network information of each ofthe plural subnetworks, and for concentratedly

managing various QoS capabilities of the whole communication network, based on the QoS

capability management information collected and notified by the individual element managers,

a request reception section for receiving a request for a target QoS capability, and

a selection and notification section for selecting a candidate subnetwork having a

QoS capability such as to^ c<yth^ tar^t pattern representing a OoS-guaranteabte tarflet and
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service quality QoS capability, for which the request has been received by said request reception

section, based on the various QoS capabilities being managed by said management section, and

for notifying said element manager corresponding to the selected candidate subnetwork of

selection information indicating that the candidate subnetwork has been selected; and

each of said element managers further having a control section for controlling the

corresponding subnetwork based on the selection information notified by said selection and

notification section of said network manager.

2. (currently amended) A system for managing a communication network composed of

a plurality of subnetworks, comprising:

a plurality of element managers provided one for each ofthe plural subnetworks

for individual management thereof, at least one subnetwork ofthe plurality ofthe subnetworks

having a di fferent technology than other subnetworks of the plurality of subnetworks; and

a network manager accommodating said plural element managers for

concentrated management thereof; wherein

each of said plural element managers having a collection and notification section

for collecting QoS (Quality of Service) capability management information on the corresponding

element manager and notifying said network manager ofthe collected QoS capability

management information including which subnetworks satisfy a target pattern representing a

OoS-guaranteable target and service quality;

said network manager having

a management section including a function object group which performs a control

ofQoS policy provisioning over the communication network and an information object group
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which manages network information of each ofthe plural subnetworks, and for concentrated^

managing various QoS capabilities of the whole communication network, based on the QoS

capability management information collected and notified by the individual element managers.

3. (currently amended) An element manager for use in a communication network

managing system, which manages a communication network composed of a plurality of

subnetworks and includes a plurality ofelement managers corresponding to the plural

subnetworks and a networkmanager accommodating the plural element managers, said element

manager comprising:

a collection and notification section for collecting QoS (Quality of Service)

capability management information to be used in managing the corresponding subnetwork, and

for notifying the network manager of the collected QoS capability management information; and

a control section for controlling the corresponding subnetwork based on

information which is obtained by the network manager, said network manager having a function

object group which performs a control ofQoS policy provisioning over the communication

network and an information object group which manages network information of each ofthe

plural subnetworks and a function of concentratedly managing QoS capabilities ofthe

communication network based on said QoS capability management information collected and

notified by said collection and notification section, and said information is notified from the

network manager on the candidate subnetwork having a QoS capability such as to satisfy a target

pattern representing a QnK-puaranteahle target and service quality QoS oapabft-ty for the

corresponding subnetwork, at least one subnetwork of the plurality of the subnetworks having a

different technology than other subnetworks of the plurality of subnetworks.
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4. (currently amended) An element manager for use in a communication network

managing system, which manages a communication network composed of a plurality of

subnetworks and includes a plurality of element managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers, said network

manager having a function object group which performs a control of QoS policy provisioning

over the communication network and an information object group which manages network

information of each of the plural subnetworks,

wherein said element manager has a collection and notification section for collecting

QoS (Quality of Service) capability management information to be used in managing the

corresponding subnetwork, and for notifying the network manager ofthe collected QoS

capability management fy?!"*™ which subnetworks satisfy a target pattern

representing a OnS-mmranteable target and service quality, at least one subnetwork ofthe

plurality ofthe subnetworks having a different technology than other subnetworks of the

plurality of subnetworks.

5. (currently amended) A network manager for use in a communication network

managing system, which manages a communication network composed of a plurality of

subnetworks and includes a plurality of element managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers, said network

manager comprising:

a management section including a function object group which performs a control

ofQoS policy provisioning over the communication network and an information object group
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which manages network information of each ofthe plural subnetworlcs, and for concentratedly

managing various QoS (Quality of Service) capabilities ofIhe whole communication network,

based on QoS capability management information of the corresponding subnetworks, which

information has been collected and notified by the individual element managers;

a request reception section for receiving a request for a target QoS capability; and

a selection and notification section for selecting a candidate subnetwork having a

QoS capability such as to satisfy**+ms&msW«P«»™fo* OnS-^ranteahle target and

service mialitv Uu not QoS capability, for which the request has been received by said request

reception section, based on the various QoS capabilities being managed by said management

section, and for notifying the element manager conesponding to the selected subnetwork of

selection information that the candidate subnetwork has been selected, at least one subnetwork of

the plurality of the subnetworks having a different technology than other subnetworks of the

plurality ofsubnetworks.

6. (currently amended)A network manager for use in a communication network

managing system which manages a communication network composed of a plurality of

subnetworks and includes a plurality of element managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers,

wherein said network manager has a management section including a function

object group which performs a control ofQoS policy provisioning over the communication

network and an information object group which manages network mformation of each ofme

plural subnetworks, and for concentratedly managing various QoS (Quality of Service)

capabilities of the whole communication network, based on QoS capability management
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information ofthe corresponding subnetworks, which information has been collected and

notified by the individual element manapera and includes which subnetworks satisfy a target

pattern representing a OoS-guaranteable target and service quality, at least one subnetwork ofthe

plurality of the subnetworks having a different technology than other subnetworks ofthe

plurality of subnetworks.

7. (currently amended) A network manager for use in a communication network

managing system, which manages a communication network composed of a plurality of

subnetworks and includes a plurality of element managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers, said network

manager comprising:

a management section for concentratedly managing various QoS (Quality of

Service) capabilities ofthe whole communication network, based on QoS capability management

information ofthe corresponding subnetworks, which information has been collected and

notified by the individual element managers;

a request reception section for receiving a request for a target QoS capability; and

a selection and notification section for selecting a candidate subnetwork having a

QoS capability such as to satisfy tiae-atarget pattern representing a OoS-guaranteable target and

Service quality QoS oapabtti-ty, for which the request has been received by said request reception

section, based on the various QoS capabilities being managed by said management section, and

for notifying the element manager corresponding to the selected subnetwork of selection

information that the candidate subnetwork has been selected,

wherein said management section is constructed to concentratedly manage the various
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QoS capabilities of said coirmmnication network and those of another communication network

independent of said communication network in view of other QoS capability management

information of other subnetworks that constitute said other communication network, at least one

subnetwork of the plurality of the subnetworks having a different technology than other

subnetworks of the plurality ofsubnetworks.

8. (currently amended) A network manager for use in a communication network

managing system, which manages a communication network composed of a plurality of

subnetworks and includes a plurality ofelement managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers, said network

manager comprising:

a management section for concentratedly managing various QoS (Quality of

Service) capabilities ofthe whole communication network, based on QoS capability management

information ofthe corresponding subnetworks, which information has been collected and

notified by the individual element managers;

a request reception section for receiving a request for a target QoS capability, and

a selection and notification section for selecting a candidate subnetwork having a

QoS capability such as to satisfy &e-a target pattern representing QoS-guarajlteable target and

service oualitv QoS equability, for which the request has been received by said request reception

section, based on the various QoS capabilities being managed by said management section, and

for notifying the element manager corresponding to the selected subnetwork of selection

information that the candidate subnetwork has been selected,

wherein said management section is constructed to manage supported tagging, as
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additional information, for discrimination on combination of the subnetworks, at least one

subnetwork ofthe plurality of the subnetworks having a different technology than other

subnetworks ofthe plurality ofsubnetworks.

9. (currently amended) A network manager for use in a communication network

managing system, which manages a communication network composed of a plurality of

subnetworks and includes a plurality of element managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers, said network

manager comprising:

a management section for concentratedly managing various QoS (Quality of

Service) capabilities of the whole communication network, based on QoS capability management

information of the corresponding subnetworks, which information has been collected and

notified by the individual element managers;

a request reception section for receiving a request for a target QoS capability; and

a selection and notification section for selecting a candidate subnetwork having a

QoS capability such as to satisfy th^target pattern representing a QoS-guarantgable target and

service quality QoS oopability, for which the request has been received by said request reception

section, based on the various QoS capabilities being managed by said management section, and

for notifying the element manager corresponding to the selected subnetwork of selection

information that the candidate subnetwork has been selected,

wherein said management section is constructed to update the various QoS

capabilities ofthe communication network when said QoS capability management information is

updated, at least one subnetwork ofthe plurality of the subnetworks having a different
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technology than other subnetworks ofthe plurality of subnetworks.

10. (previously presented) A network manager for use in a communication network

managing system according to claim 5, wherein said selection and notification section is

constructed to previously select two or more ofthe subnetworks when selecting the candidate

subnetworks having communication QoS capabilities such as to individually satisfy the target

QoS capability, for which the request has been received by said request reception section, to

firstly notify one element manager, corresponding to a first one of the candidate subnetworks, of

the previous selection ofthe plural subnetworks and secondly notify another element manager,

corresponding to a second one of the candidate subnetworks, ofunable information that the

corresponding first candidate subnetwork cannot be controlled, upon receipt of the unable

information as a response from the element manager corresponding to the first candidate

subnetwork, at least one subnetwork of the plurality ofthe subnetworks having a different

technology than other subnetworks of the plurality ofsubnetworks.

11. (currently amended) A network manager for use in a communication network

managing system, winch manages a communication network composed of a plurality of

subnetworks and includes aplurality of element managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers, said network

manager comprising:

a management section for concenrratedly managing various QoS (Quality of

Service) capabilities of the whole communication network, based on QoS capability management
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information ofthe corresponding subnetworks, which information has been collected and

notified by the individual element managers;

a request reception section for receiving a request for a target QoS capability; and

a selection and notification section for selecting a candidate subnetwork having a

QoS capability such as to ^fyih^ tarpet mttern representing a QoS-fluaranteable target and

service Quality QoS capability, for which the request has been received by said request reception

section, based on the various QoS capabilities being managed by said management section, and

for notifying the element manager corresponding to the selected subnetwork of selection

information that the candidate subnetwork has been selected,

wherein said selection and notification section is constructed to select two or more

ofthe subnetworks according to preset priorities when selecting the candidate subnetworks

having QoS capabilities such as to individually satisfy the target QoS capability, for which the

response has been received by said request reception section, and to notify one element manager,

corresponding to a higher-priority one ofthe candidate subnetworks, ofthe selection, at least one

subnetwork of the plurality of the subnetworks having a di fferent technology than other

subnetworks ofthe plurality ofsubnetworks.

12. (currently amended) A computer-readable recording medium in which a program

is recorded for instructing a computer to be used in a communication network management

system including a plurality ofelement managers corresponding to a plurality of subnetworks

that constitute a communication network, and a network manager accommodating the plural

element managers, wherein said program instructs said computer to function as the following:
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collecting and notifying means for collecting QoS (Quality of Service) capability

management information on a corresponding element manager and notifying said network

manager of the collected QoS capability management information; and

control means for controlling the corresponding subnetwork based on information

which is obtained by the network manager, the network manager including a function object

group which perform a control ofQoS policy provisioning over the conununication network and

an information object group which manages network information ofeach of the plural

subnetworks and also having a function of concentratedly managing various QoS capabilities of

the whole communication network based on said QoS capability management information

collected and notified by said collecting and notifying means and which is notified from the

network manager on the candidate subnetwork having a QoS capability such as to satisfy a target

pattern representing a QoS-guaranteable tpr^at and service axrality Qefreafrftbifoy for the

individual subnetwork, at least one subnetwork of the plurality ofthe subnetworks having a

different technology than other subnetworks of the plurality ofsubnetworks.

13. (currently amended) A computer-readable recording medium in which a program

is recorded for instructing a computer to be used in a communication network managing system

including a plurality of element managers corresponding to a plurality of subnetworks that

constitute a communication network, and a network manager accommodating the plural element

managers,

wherein said program instructs said computer to function as collecting and

notifying means for collecting various QoS capability management information on the individual

element managers and notifying said network manager ofthe collected QoS capability
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PAGE 13/21 ' RCVDAT 4/3012007 4:07:01 PM [Eastern Daylight Time] * SVR:USPTO-EFXRF-2f2 * DNIS:2738300 * CSID:12129408987 * DURATION (mm-ss):11-56



APR-30-2007 MON 03:16 PM KATTEN MUCHIN ROSENtlAN FAX NO. 12129408987

management ™fi™™t«™ including which subnetworks satisfy a target pattern representing a

OoS-giiaranteahletarpet and service quality, the network manager including a function object

group which perform a control ofQoS policy provisioning over the communication network and

an information object group which manages network information of each of the plural

subnetworks, at least one subnetwork of the plurality of the subnetworks having a different

technology than other subnetworks ofthe plurality of subnetworks.

14. (currently amended) A computer-readable recording medium in which a program

is recorded for instructing a computer to be used in a communication network managing system

including a plurality ofelement managers corresponding to a plurality of subnetworks that

constitute a communication network, and a network manager accommodating the plural element

managers, wherein said program instructs said computer to function as the following:

managing means performing control ofQoS policy provisioning over the

communication network and managing network information of each of the plmal subnetworks,

and for concentratedly managing various QoS (Quality of Service) capabilities ofthe whole

communication network, based on QoS capability management information ofthe corresponding

subnetworks, which information is collected and notified by the individual element managers;

request receiving means for receiving a request for target QoS capability, and

selecting and notifying means for selecting a candidate subnetwork having a QoS

capability such as to satisfy a,lfae target pattern representing a QoS-euaranteahle target and

service quality QoS capability, for which the request has been received by said request receiving

means, based on the QoS capabilities being managed by said managing means, and for notifying

the element manager corresponding the selected subnetwork of selection information that the
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candidate subnetwork has been selected, at least one subnetwork of the plurality of the

subnetworks having a different technology than other subnetworks of the plurality of

subnetworks.

15. (currently amended) A computer-readable recording medium in which a program

is recorded for instructing a computer to be used in a communication network management

system including a plurality of element managers corresponding to a plurality ofsubnetworks

that constitute a communication network, and a network manager accommodating the plural

element managers,

wherein said program instructs said computer to function as managing means including

performing a control of QoS policy provisioning over the communication network and managing

network information of each of the plural subnetworks, and for concentratedly managing various

QoS (Quality of Service) capabilities ofthe network, based on QoS capability management

information ofthe corresponding utmnhwiHra, including which subnetworks satisfy a target

pattern representing a OoS- f
*»flraiteable target and service quality, which information has been

collected and notified by the individual element managers, at least one subnetwork of the

plurality ofthe subnetworks having a different technology than other subnetworks ofthe

plurality of subnetworks.

16. (original) A network manager for use in a communication network managing

system according to claim 7, wherein said management section is constructed to mauage

supported tagging, as additional htfonuation, for discrimination on combination of the

subnetworks.
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17. (original) A network manager for use in a communication network managing

system according to claim 16, wherein said management section is constructed to update the

various QoS capabilities of the communication network when said QoS capability management

information is updated.

18. (previously presented) A network manager for use in a communication network

managing system according to claim 8, wherein said management section is constructed to

update the various QoS capabilities of the communication network when said QoS capability

management information is updated.

19. (currently amended) A network manager for use in a communication network

managing system which manages a communication network composed of a plurality of

subnetworks and includes a plurality ofelement managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers,

wherein said network manager has a management section for concentratedly

managing various QoS (Quality of Service) capabilities of the whole communication network,

based on QoS capability management information of the corresponding subnetworksJnduding

which subnetworks satisfy a target pattern representing a OoS-guaranteable target and service

quality, which information has been collected and notified by the individual element managers,

and

wherein said management section is constructed to concentratedly manage the

various QoS capabilities of said communication network and those of another communication

158431M12_1
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network independent of said communication network in view of other QoS capability

management information ofother subnetworks that constitute said other communication

network, at least one subnetwork ofthe plurality ofthe subnetworks having a different

technology than other subnetworks ofthe plurality of subnetworks.

20. (original) A network manager for use in a communication network managing

system according to claim 19, wherein said management section is constructed to manage

supported tagging, as additional information, for discrimination on combination ofthe

subnetworks.

21. (original) A network manager for use in a communication network managing

system according to claim 20, wherein said management section is constructed to update the

various QoS capabilities of the communication network when said QoS capability management

information is updated.

22. (currently amended) A network manager for use in a communication network

managing system which manages a communication network composed of a plurality of

subnetworks and includes a plurality of element managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers,

wherein said network manager has a management section for concentratedly

managing various QoS (Quality of Service) capabilities ofthe whole communication network,

based on QoS capability management information of the corresponding subnetworksJnclMng

which subnetworks satisfy a target nattem representing a OoS-guaranteable tarpet and service
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quality, which information has been collected and notified by the individual element managers,

and

wherein said management section is constructed to manage supported tagging, as

additional information, for discrimination on combination of the subnetworks, at least one

subnetwork of the plurality of the subnetworks having a different technology than other

subnetworks of the plurality of subnetworks.

23. (original) A network manager for ose in a coiuniunication network managing

system according to claim 22, wherein said management section is constructed to update the

various QoS capabilities of the communication network when said QoS capability management

ixtformation is updated.

24. (currently amended) A nejwork manager for use in a communication network

managing system which manages a communication network composed of a plurality of

subnetworks and includes a plurality of element managers corresponding to the plural

subnetworks, and a network manager accommodating the plural element managers,

wherein said network manager has a management section for concentratedly

managing various QoS (Quality of Service) capabilities ofthe whole communication network,

based on QoS capability management jnformation of the corresponding subnetworl^Jncludjng

whirfi subnetwork satisfy a tare* p„tfm representing a QoS-guaranteahlft target and service

quality, which information has been collected and notified by the individual element managers,

and

wherein said management section is constructed to update the various QoS
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capabilities ofthe communication network when said QoS capability management information is

updated, at least one subnetwork of the plurality of the subnetworks having a different

technology than other subnetworks of the plurality of subnetworks.
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